
Definition - Absolute Ceiling

The absolute ceiling is the altitude at which the (maximum) rate of climb goes to zero.

A more useful definition is the service ceiling

Definition - Service Ceiling

The service ceiling is the altitude at which the maximum rate of climb is 100 ft/min. ( 0.5

m/s) for piston powered aircraft or 500 ft/min (2.5 m/s) for jet powered aircraft.

Definition - Cruise Ceiling

The cruise ceiling is the altitude at which the maximum climb rate is 300 ft/min

Definition - Combat Ceiling

The combat ceiling is the altitude at which the maximum rate of climb is 500 ft/sec or 2.5

m/s. Sometimes this is called a “service ceiling” for jet powered aircraft.

Time to Climb Between Two Altitudes

The time to climb between two altitudes can be determined from the following:


(9)
or
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(10)

However, in order to evaluate the above integral, we need to know V(h) and (h) or in

general, the rate of climb as a function of altitude. From the basic power available, power

required vs airspeed plots, we can determine the rate of climb provided we select an airspeed.

For each speed we get a different rate of climb ( ). Typically, we would select a speed for the
maximum rate of climb. Whatever the case, the selected speed at each altitude is called the

“climb schedule,” V(h). Once we have V(h), from the basic power required, power available vs
airspeed plots we could determine and in principle could carry out the integral of Eq. (10).
However we can make some approximations that will allow us to get a very good estimate of

time to climb.

Approximate Methods for Estimating the Time to Climb

Generally we must select a climb schedule and then generate a plot of altitude (h) vs rate

of climb (R/C). Typical climb schedules would be climb at constant airspeed, climb at constant

Mach number, climb at constant equivalent airspeed, and climb at the airspeed for maximum rate

of climb. All of these would generate a V(h) climb schedule and one could obtain and plot .
If we are lucky, the curve will be close to a straight line. If we are less lucky, the we can

approximate the curve of h vs R/C with a series of

straight lines. In any case if we assume a straight line (or
straight line segments) we can determine a closed form
evaluation of the integral in Eq. (9). Each straight line

segment will intersect the x axis (R/C axis) at some
point , and the y axis (h axis) at some point , the
straight line ceiling. Therefore associated with each

straight line segment is the straight line ceiling, H, and
the straight line sea-level rate of climb, . From these,
we can write the equation for a straight line to represent the rate of climb over that straight line

segment.


(11)
where the slope is determined from:
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The integral of Eq. (10) can now be evaluated.





If we multiply and divide by H, the integral can be put in the form of dx / (1-x), and can be

integrated to give







(12)





We can determine the values of H and if we know two points on our approximating
straight line on the h vs R/C curve. Recall that we can approximate the actual altitude vs rate of

climb curve with several straight line segments. Each segment will have its own value of H and

. If we know two points on any straight line segment, we can determine the values of H and
from the following equations. Assume that we know the data from two points, (a) and (b).
The information we can read off the graph (or is given) is, at point a, the altitude, , and the rate
of climb, , and the corresponding information at point (b), . Then we can determine
the two constants H and , from:

(13)


Example: Using a single straight line to approximate the altitude vs rate of climb curve, find the

time to altitude from sea-level for our “class executive jet” using a “maximum rate of climb”
schedule. The aircraft parameters are W = 10,000 lbs, , S = 200 ft2, and
the thrust = 2000 lbs at sea-level.
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Our plan to solve this problem is to calculate the maximum rate of climb properties at

two altitudes, use Eq. (13) to determine the two constants H and , and Eq. (12) to calculate the
time to climb between any two altitudes.

Sea-Level Maximum R/C Conditions

Since this problem falls into the category of the special case, we can use Eq. (7) to

calculate the maximum rate of climb conditions. The lift coefficient for the maximum, rate of

climb is given by:










and the corresponding drag coefficient by:



The airspeed for the maximum rate of climb is:





The flight path angle is given by: (note if comes out to be a small angle!)




The rate of climb (maximum) at sea-level is then given by:


(2665 ft/min)
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Maximum R/C Conditions at 20,000 ft

The thrust available at 20,000 ft is given by:




The lift coefficient for the maximum climb rate at 20K ft is:










with the corresponding drag coefficient:



the corresponding airspeed:





and angle of climb:




The corresponding rate of climb is given by:



We now have conditions at two points, and, assuming a straight line, we can calculate the
two constants . Designate the sea-level conditions as (a), and the 20,000 ft conditions
as (b) and we have: and . Then
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(As might be expected)

and





Since we are using a single straight line to approximate our altitude vs R/C curve, this H is an

approximation of the ceiling of this aircraft.

The time from sea-level ( h1 = 0) to any altitude can be computed from:





We can compute the time to our favorite altitude and make a table:


We can also calculate the service ceiling

using the definition that for a jet it is when the
rate of climb becomes 500 ft/min. We have the

equation for the rate of climb, Eq. (10):









You could redo the above problem using two different points such as h = 10000 ft and

h = 20000 ft and see how the choice of points would affect the time to climb numbers. Or, if you

are a real glutton for punishment, pick two straight line segments, say ha = sea--level and hb =

15,000 ft for one segment, and ha = 15,000 ft and hb = 30,000 ft for the second segment. To make

a table similar to the one above, you would use the first line segment to calculate all times from
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sea-level to any altitude below (or equal to) 15,000 ft. and you would use the second segment to

calculate all times for 15,000 ft to all altitudes above 15,000. To get the time from sea-level, you

would add the time from sea-level to 15,000 ft calculated using the first segment, to the time

calculated from 15,000 ft to altitudes between 15,000 and the ceiling (which will be different

from above).
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h(1000 ft) t(sec) t(min)


0 0 0


5 122.5 2.04


10 270.2 4.50


15 456.2 7.60


20 707.9 11.80


25 1098.3 18.31


30 2016.0 33.60








