
Introduction and Theory of Gas Chromatography 

 

Introduction 

Gas Chromatography (GC) is an analytical technique used for separating and analyzing compounds 

that can be vaporized without decomposition. It is widely applied in fields such as pharmaceuticals, 

environmental monitoring, food testing, forensic science, and petrochemical industries. The primary 

objective of GC is to identify and quantify the components of a mixture by separating them based on 

their interactions with a stationary phase and a mobile phase. 

Gas chromatography is especially effective for analyzing volatile organic compounds (VOCs) and 

thermally stable substances. Unlike liquid chromatography, where the mobile phase is a liquid, GC 

utilizes a gas (inert carrier gas like helium or nitrogen) as the mobile phase. The sample is 

vaporized and transported through a column packed or coated with a stationary phase, where 

separation of components occurs due to differences in their boiling points and affinities to the 

stationary phase. 

 

Theory of Gas Chromatography 

The separation in gas chromatography is governed by the partitioning of components between the 

mobile phase (carrier gas) and the stationary phase (solid or liquid coated on the column walls). 

1. Basic Components and Process: 

• Carrier Gas (Mobile Phase): An inert gas (e.g., helium, nitrogen, hydrogen) that transports 

the vaporized sample through the column. 

• Sample Injector: Introduces the sample into the GC system, where it is instantly vaporized. 

• Column (Stationary Phase): Either packed or capillary, containing a liquid or polymer 

coating. The nature of the stationary phase greatly affects the separation. 

• Oven: Maintains precise temperature control to aid in the separation process by allowing 

components to interact differently with the stationary phase. 

• Detector: Identifies and quantifies the separated compounds as they exit the column, 

generating a chromatogram. 

2. Mechanism of Separation: 

The separation in GC is based on the differential partitioning of analyte molecules between the 

mobile and stationary phases. 

• Retention Time (tR): The time taken by a compound to travel through the column to the 

detector. Each compound has a characteristic retention time under set conditions. 

• Components with low boiling points or weak interaction with the stationary phase elute 

faster. 

• Components with high boiling points or stronger affinity for the stationary phase move 

slower through the column. 

3. Factors Affecting Separation: 

• Column length and diameter 



• Nature of stationary phase (polarity, thickness) 

• Carrier gas flow rate 

• Temperature of the oven 

• Sample size and composition 

4. Chromatogram Interpretation: 

A chromatogram is a graphical output of a GC analysis, displaying detector response (Y-axis) against 

time (X-axis). Each peak corresponds to a different component in the sample. The area under the 

peak is proportional to the quantity of that compound. 

 

 

 

Conclusion 

Gas Chromatography is a powerful and precise analytical tool for separating volatile substances. Its 

core principle is based on the partitioning behavior of molecules in a gas-solid or gas-liquid system. 

With advancements in column technologies and detection systems, GC continues to play a vital role in 

both qualitative and quantitative analysis across a wide range of industries. 

 


